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SECTION 02362 - SOIL TREATMENT FOR VEGETATION CONTROL

PART I - GENERAL

1.01 GENERAL CONDITIONS

As specified in Section 00700.

1.02 GENERAL REQUIREMENTS

This work shall consist of spraying weed killer on
the prepared roadway subgrade prior to the
installation of the base course and where called
for on plans and on existing growth prior to
application of asphalt in the case of resurfacing
jobs.

1.03 SUBMITTALS

Prior to the start of work, the contractor shall
submit to the Engineer the material product data
and Material Safety Data Sheets for the material
proposed for use.

PART 2 - PRODUCTS

2.01 MATERIALS

Weed Killer shall be "Casoron 4G", "Norosac 4G", or
an approved equal for under asphalt application on
new or rebuilt pavement, and shall be "Hyvar X",
"Roundup" or approved equal for application to
existing weeds for resurfacing jobs.

PART 3 - EXECUTION

3.01 APPLICATION

The under asphalt weed killer shall be mixed and
uniformly spread using calibrated application
equipment at the maximum rates permitted for "under
asphalt" use and in strict accordance with the
manufacturer's label. Base course material shall be
installed as soon as possible after applying the
weed killer to preclude loss of germination
inhibiting action.

In treatment of existing growth on resurfacing
jobs,  the weed killer shall be mixed and uniformly
sprayed in strict accordance with the
manufacturer's label.

Nut grass shall be retreated two (2) days after
initial application and again if growth still
exists.

The Contractor shall notify the Engineer 24 hours
before application of weed killer.
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END OF SECTION


